
CONTRACT MANUFACTURING
Precision CNC Machining | Prototype to Production 

INDUSTRIES SERVED:

Java Machining delivers repeatable, precision-machined production 
parts using advanced CNC equipment capable of holding exacting 
tolerances. Our lights-out manufacturing capability supports 24/7 
operation, maximizing machine uptime and enabling efficient 
production for both short-run and higher-volume work. This approach 
allows us to meet aggressive schedules while maintaining consistent 
quality across varying part complexity and quantities. All work is 
supported by a documented quality system with in-process and final 
inspection to ensure parts meet customer specifications.

Autonomous Vehicles

Semiconductor Equipment   

Robotics 

Medical Devices 

Industrial Automation  

Certifications & Registrations

•	 SAM REGISTERED | CAGE CODE 

DRONES (Uncrewed Aerial Systems)

Advanced Air Mobility 
(AAM) & eVTOL

•	 ISO 9001 : 2015
•	 THOMASNET VERIFIED

http://thomasnet.com/company/java-machining-31002803/profile?src=tnbadge


EQUIPMENT DETAILS

CONTACT US!
Address: 24167 Clawiter Road, 
Hayward CA 94545 
E-mail: quotes@javamachining.com
www.javamachining.com
Phone: (888) 376-7264

CNC EQUIPMENT & MANUFACTURING CAPACITY

Equipment Axis Spindle

HAAS VF4SS w/6-sided Martin Trunnion 3 plus 1 12000 TSC

HAAS VF4SS 3 plus 1 12000 TSC

HAAS UMC500SS  w/SCHUNK VERO-S 5 15000 TSC

HAAS UMC500SS  w/Trinity Ax2 16 pallet 5 15000 TSC

Okuma MB-4000H w/6 Pallet APC 4 15000 TSC

QUANTITIES & LEAD TIMES

MATERIALS 

Haas VF-4SS Vertical Mills 
•Table Size: 52” x 18” (1321 x 457 mm)
•Spindle Speed: Up to 12,000 RPM
Special Setup: 4-axis production
Features: Equipped with a 6-sided 
Martin Trunnion connected to 
an HRT310 rotary, optimized 
for high-volume and 4-axis 
production	
Haas UMC-500SS 
•Table Size: 24.8”x19.7”(630x500mm)
•Spindle Speed: Up to 15,000 RPM
Features: Simultaneous 5-axis 
motion dynamic work offsets. 
SCHUNK VERO-S NSL3200 for zero-
point fixturing.
Special Setup: Connected to 
a Trinity AX2 16-pallet loader 
equipped with tombstones 
for high-volume, lights-out 
manufacturing.
Okuma MB-4000H Horizontal Mill
•Table Size: 15.75” x 15.75” (400 x 400 
mm) 
•6 Pallet APC

TOLERANCES	
STANDARD MACHINING: ±0.005 IN
TYPICAL PRODUCTION WORK: ±0.002 IN
TIGHTER TOLERANCES ACHIEVABLE PER PRINT REVIEW

•	 	ALUMINUM
•	 	STAINLESS STEEL
•	 	CARBON & ALLOY STEELS
•	 	ENGINEERING PLASTICS 

(DELRIN, NYLON, PEEK)
•	 	CERAMICS 
•	 	EXOTIC & SPECIALTY MATERIALS 

Prototypes

Short-run production

Fast-turn and quick-response work

Medium to high-volume production

Scalable from first article to repeat production

http://javamachining.com

